
Data for single bolt push trolleys

Type EHFN
5000

EHFS1
5000

EHFS2
5000

EHFN
6300

EHFS1
6300

EHFS2
6300

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

Dimension M	 (mm)	

Dimension Â T	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

Weight	 (kg)

5000

90–115

50

41

35

95

122

191

160

345

170

44

5000

160–226

55

41

35

92.5

122

191

160

414

170

45

5000

240–300

63

41

35

88.5

122

191

160

496

170

49

6300

90–115

50

41

35

95

122

191

160

345

170

44

6300

160–226

55

41

35

92.5

122

191

160

414

170

45

6300

240–300

63

41

35

88.5

122

191

160

496

170

49

Type EHFN
1000

1000

66–135

28

26.5

24

71

70

112

88

243

109

8

EHFS1
1000

1000

137–215

32

26.5

24

69

70

112

88

325

109

9

EHFS2
1000

1000

220–300

35

26.5

24

67.5

70

112

88

409

109

10

EHFN
2000

2000

66–135

35

26.5

24

87.5

70

112

88

268

135

11

EHFS1
2000

2000

137–215

40

26.5

24

85

70

112

88

348

135

12

EHFS2
2000

2000

220–300

45

26.5

24

82.5

70

112

88

434

135

14

EHFN
3200

3200

82–155

45

28

32

93

103

152.5

136

332

156

23

EHFS1
3200

3200

137–215

50

28

32

90.5

103

152.5

136

390

156

25

EEFS2
3200

3200

220–300

55

28

32

88

103

152.5

136

482

156

28

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

Dimension M	 (mm)

Dimension Â T	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

Weight	 (kg)

as light crane components

LIFTKET push and electric trolleys 
facilitate the design and manufacture of 
economical underslung cranes for 
a variety of use.

HOFFMANN 
Fördertechnik GmbH Wurzen
Dresdener Straße 64–68 

04808 Wurzen · Germany

phone 	 +49 (0) 3425 8924 0 

fax 	 +49 (0) 3425 8924 99

sales@liftket.de 

www.liftket.de

As a hoist for your underslung crane we recommend 
to use our LIFTKET electric chain hoist with 
capacities up to 6300 kg.

E L E C T R I C  C H A I N  H O I S T S E L E C T R I C  C H A I N  H O I S T S

Ho 2010/01: Previous editions are not longer valid.



	

LIFTKET push and electric trolleys 
are robust, durable and all-round applicable 
light crane components

	 all wheels are equipped with roller bearings and wear-
	 resistant surface, the higher capacity wheels beeing 
	 surface hardened
	 the profile of the wheels makes them suitable for use
	 on parallel and tapered flanges	
	 the motor of the electric trolley ist protected to IP 54
	 all trolleys are equipped with safety drop stops
	 all parts are virtually maintenance free
	 all the electric trolleys are equipped with our robust 
	 electromagnetic disk brake
	 all bolts, distance tubes and spacing washers are 
	 galvanized to be protected against corrosion

LIFTKET crane trolleys for underslung cranes allow 
two possibilities to design the crane:
A standard headroom monorail crane and a double 
girder crane including the foot mounted hoist for improved 
headroom are possible.

Data for single bolt electric trolleys

As a hoist for your underslung 
crane we recommend to use our 
LIFTKET electric chain hoist 
with capacities up to 6300 kg.

For narrow girders and low weight at the electric trolley or if used for other applications than a crane trolley a counterweight to compensate the weight of the motor might be necessary.
All single bolt electric trolleys are available with a 24 V control (Power supply by a separate transformer available as an option).

1 2 3

Type EEFN
1000

EEFS1
1000

EEFS2
1000

EEFN
2000

EEFS1
2000

EEFS2
2000

EEFN
3200

EEFS1
3200

EEFS2
3200

EEFN
5000

EEFS1
5000

EEFS2
5000

EEFN
6300

EEFS1
6300

EEFS2
6300

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 1000

	 137–215

	 32

	 26.5

	 192

	 264

	 356

	 24

	 69

	 70	

	 98

	 101

	 122

	 88

	 104

	 112

	 325

	 109

	 94

	 126

	 140

	 17

	 18

	 21

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 2000	

	 66–135

	 35

	 26.5

	 192

	 264

	 356

	 24

	 87.5

	 70

	 98

	 99

	 122

	 88

	 104

	 112

	 268

	 135

	 94

	 126

	 140

	 18

	 20

	 22

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 1000

	 220–300

	 35

	 26.5

	 192

	 264

	 356

	 24

	 67.5

	 70

	 98

	 101

	 122

	 88

	 104

	 112

	 409

	 109

	 94

	 126

	 140

	 18	

	 19

	 22

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 2000

	 137–215

	 40

	 26.5

	 192

	 264

	 356

	 24

	 85

	 70

	 98

	 99

	 122

	 88

	 104

	 112

	 348

	 135

	 94

	 126

	 140

	 20

	 22

	 24

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 2000	

	 220–300

	 45

	 26.5

	 192

	 264

	 356

	 24

	 82.5

	 70

	 98

	 99

	 122

	 88

	 104

	 112

	 434

	 135

	 94

	 126

	 140

	 21

	 23

	 25

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 82–155

	 45

	 28

	 356

	 356

	

	 32

	 93

	 103

	 122

	 122

	 136

	 141

	 152.5

	 332

	 156

	 140

	 140

	 36

	 35

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 137–215

	 50

	 28

	 356

	 356

	

	 32

	 90.5

	 103

	 122

	 122

	 136

	 141

	 152.5

	 390

	 156

	 140

	 140

	 38

	 37

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 220–300

	 55

	 28

	 356

	 356

	

	 32

	 88

	 103

	 122

	 122

	 136

	 141

	 152.5

	 482

	 156

	 140

	 140

	 41

	 40

	 4+16

	 [0.06/0.25]

	 5000

	 90–155

	 50

	 41

	 407

	 35

	 95

	 122

	 141

	 160

	 160

	 191

	 345

	 170

	 140

	 61

	 4+16

	 [0.06/0.25]

	 5000

	 160–226

	 55

	 41

	 407

	 35

	 92.5

	 122

	 141

	 160

	 160

	 191

	 414

	 170

	 140

	 63

	 4+16

	 [0.06/0.25]

	 5000

	 240–300

	 63

	 41

	 407

	 35

	 88.5

	 122

	 141

	 160

	 160

	 191

	 496

	 170

	 140

	 67

	 4+16

	 [0.06/0.25]

	 6300

	 90–155

	 50

	 41

	 407

	 35

	 95

	 122

	 141

	 160

	 160

	 191

	 345

	 170

	 140

	 61

	 4+16

	 [0.06/0.25]

	 6300

	 160–226

	 55

	 41

	 407

	 35

	 92.5

	 122

	 141

	 160

	 160

	 191

	 414

	 170

	 140

	 63

	 4+16

	 [0.06/0.25]

	 6300

	 240–300

	 63

	 41

	 407

	 35

	 88.5

	 122

	 141

	 160

	 160

	 191

	 496

	 170

	 140

	 67

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7,5+30

	 [0.06/0.25]

	 1000

	 66–135

	 28

	 26.5

	 192

	 264

	 356

	 24

	 71

	 70

	 98

	 101

	 122

	 88

	 104

	 112

	 243

	 109

	 94

	 126

	 140

	 16

	 17

	 20

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3 3 3

333

3 3 3 3 3 3

3 3 3 3 3 3

3 3 3 3 3 3

3 3 3 3 3 3

3 3 3 3 3 3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3 3 3

333

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3 3 3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3

3

3

3

3

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3

3

3

3

3

3

Speed	 (m/min)

Motor output	 [kW]

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

	

Dimension N	 (mm)

	

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

	

Dimension K	 (mm)

	

Dimension Â T	 (mm)

Dimension Â U	 (mm)

Dimension M	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

	

Dimension Â S	 (mm)

	

	

Weight	 (kg)

	

3 3 3

optional control box

optional control box

optional control box

counterweight	 counterweight
9.4 kg	 5.5 kg

to be assembled at the side plate without
motor underneath the control box



	

LIFTKET push and electric trolleys 
are robust, durable and all-round applicable 
light crane components

	 all wheels are equipped with roller bearings and wear-
	 resistant surface, the higher capacity wheels beeing 
	 surface hardened
	 the profile of the wheels makes them suitable for use
	 on parallel and tapered flanges	
	 the motor of the electric trolley ist protected to IP 54
	 all trolleys are equipped with safety drop stops
	 all parts are virtually maintenance free
	 all the electric trolleys are equipped with our robust 
	 electromagnetic disk brake
	 all bolts, distance tubes and spacing washers are 
	 galvanized to be protected against corrosion

LIFTKET crane trolleys for underslung cranes allow 
two possibilities to design the crane:
A standard headroom monorail crane and a double 
girder crane including the foot mounted hoist for improved 
headroom are possible.

Data for single bolt electric trolleys

As a hoist for your underslung 
crane we recommend to use our 
LIFTKET electric chain hoist 
with capacities up to 6300 kg.

For narrow girders and low weight at the electric trolley or if used for other applications than a crane trolley a counterweight to compensate the weight of the motor might be necessary.
All single bolt electric trolleys are available with a 24 V control (Power supply by a separate transformer available as an option).

1 2 3

Type EEFN
1000

EEFS1
1000

EEFS2
1000

EEFN
2000

EEFS1
2000

EEFS2
2000

EEFN
3200

EEFS1
3200

EEFS2
3200

EEFN
5000

EEFS1
5000

EEFS2
5000

EEFN
6300

EEFS1
6300

EEFS2
6300

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 1000

	 137–215

	 32

	 26.5

	 192

	 264

	 356

	 24

	 69

	 70	

	 98

	 101

	 122

	 88

	 104

	 112

	 325

	 109

	 94

	 126

	 140

	 17

	 18

	 21

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 2000	

	 66–135

	 35

	 26.5

	 192

	 264

	 356

	 24

	 87.5

	 70

	 98

	 99

	 122

	 88

	 104

	 112

	 268

	 135

	 94

	 126

	 140

	 18

	 20

	 22

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 1000

	 220–300

	 35

	 26.5

	 192

	 264

	 356

	 24

	 67.5

	 70

	 98

	 101

	 122

	 88

	 104

	 112

	 409

	 109

	 94

	 126

	 140

	 18	

	 19

	 22

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 2000

	 137–215

	 40

	 26.5

	 192

	 264

	 356
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	 70

	 98

	 99

	 122

	 88

	 104

	 112

	 348

	 135

	 94

	 126

	 140

	 20

	 22

	 24
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	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]
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	 220–300

	 45
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	 192

	 264
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	 24
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	 70

	 98

	 99
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	 88

	 104
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	 434

	 135

	 94

	 126

	 140

	 21

	 23
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	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 82–155

	 45

	 28

	 356

	 356

	

	 32

	 93

	 103

	 122

	 122

	 136

	 141

	 152.5

	 332

	 156

	 140

	 140

	 36

	 35

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 137–215

	 50

	 28

	 356

	 356

	

	 32

	 90.5

	 103

	 122

	 122

	 136

	 141

	 152.5

	 390

	 156

	 140

	 140

	 38

	 37

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 220–300

	 55

	 28

	 356

	 356

	

	 32

	 88

	 103

	 122

	 122

	 136

	 141

	 152.5

	 482

	 156

	 140

	 140

	 41

	 40

	 4+16

	 [0.06/0.25]

	 5000

	 90–155

	 50

	 41

	 407

	 35

	 95

	 122

	 141

	 160

	 160

	 191

	 345

	 170

	 140

	 61

	 4+16

	 [0.06/0.25]

	 5000

	 160–226

	 55

	 41

	 407

	 35

	 92.5

	 122

	 141

	 160

	 160

	 191

	 414

	 170

	 140

	 63

	 4+16

	 [0.06/0.25]

	 5000

	 240–300

	 63

	 41

	 407

	 35

	 88.5

	 122

	 141

	 160

	 160

	 191

	 496

	 170

	 140

	 67

	 4+16

	 [0.06/0.25]

	 6300

	 90–155

	 50

	 41

	 407

	 35

	 95

	 122

	 141

	 160

	 160

	 191

	 345

	 170

	 140

	 61

	 4+16

	 [0.06/0.25]

	 6300

	 160–226

	 55

	 41

	 407

	 35

	 92.5

	 122

	 141

	 160

	 160

	 191

	 414

	 170

	 140

	 63

	 4+16

	 [0.06/0.25]

	 6300

	 240–300

	 63

	 41

	 407

	 35

	 88.5

	 122

	 141

	 160

	 160

	 191

	 496

	 170

	 140

	 67

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7,5+30

	 [0.06/0.25]

	 1000

	 66–135

	 28

	 26.5

	 192

	 264

	 356

	 24

	 71

	 70

	 98

	 101

	 122

	 88

	 104

	 112

	 243

	 109

	 94

	 126

	 140

	 16

	 17

	 20

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3 3 3

333

3 3 3 3 3 3

3 3 3 3 3 3

3 3 3 3 3 3

3 3 3 3 3 3

3 3 3 3 3 3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3 3 3

333

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3 3 3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3

3

3

3

3

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

1

2

3

3

3

3

3

3

3

Speed	 (m/min)

Motor output	 [kW]

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

	

Dimension N	 (mm)

	

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

	

Dimension K	 (mm)

	

Dimension Â T	 (mm)

Dimension Â U	 (mm)

Dimension M	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

	

Dimension Â S	 (mm)

	

	

Weight	 (kg)

	

3 3 3

optional control box

optional control box

optional control box

counterweight	 counterweight
9.4 kg	 5.5 kg

to be assembled at the side plate without
motor underneath the control box



	

LIFTKET push and electric trolleys 
are robust, durable and all-round applicable 
light crane components

	 all wheels are equipped with roller bearings and wear-
	 resistant surface, the higher capacity wheels beeing 
	 surface hardened
	 the profile of the wheels makes them suitable for use
	 on parallel and tapered flanges	
	 the motor of the electric trolley ist protected to IP 54
	 all trolleys are equipped with safety drop stops
	 all parts are virtually maintenance free
	 all the electric trolleys are equipped with our robust 
	 electromagnetic disk brake
	 all bolts, distance tubes and spacing washers are 
	 galvanized to be protected against corrosion

LIFTKET crane trolleys for underslung cranes allow 
two possibilities to design the crane:
A standard headroom monorail crane and a double 
girder crane including the foot mounted hoist for improved 
headroom are possible.

Data for single bolt electric trolleys

As a hoist for your underslung 
crane we recommend to use our 
LIFTKET electric chain hoist 
with capacities up to 6300 kg.

For narrow girders and low weight at the electric trolley or if used for other applications than a crane trolley a counterweight to compensate the weight of the motor might be necessary.
All single bolt electric trolleys are available with a 24 V control (Power supply by a separate transformer available as an option).

1 2 3

Type EEFN
1000

EEFS1
1000

EEFS2
1000

EEFN
2000

EEFS1
2000

EEFS2
2000

EEFN
3200

EEFS1
3200

EEFS2
3200

EEFN
5000

EEFS1
5000

EEFS2
5000

EEFN
6300

EEFS1
6300

EEFS2
6300

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 1000

	 137–215

	 32

	 26.5

	 192

	 264

	 356

	 24

	 69

	 70	

	 98

	 101

	 122

	 88

	 104

	 112

	 325

	 109

	 94

	 126

	 140

	 17

	 18

	 21

	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	 2000	

	 66–135

	 35

	 26.5

	 192

	 264

	 356

	 24
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	 104
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	 22

	 16 oder 25
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	 [0.04/0.18]
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	 [0.06/0.25]
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	 192
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	 356
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	 16 oder 25
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	 82.5

	 70
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	 122

	 88

	 104

	 112

	 434

	 135

	 94

	 126

	 140

	 21

	 23

	 25

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 82–155

	 45

	 28

	 356

	 356

	

	 32

	 93

	 103

	 122

	 122

	 136

	 141

	 152.5

	 332

	 156

	 140

	 140

	 36

	 35

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 137–215

	 50

	 28

	 356

	 356

	

	 32

	 90.5

	 103

	 122

	 122

	 136

	 141

	 152.5

	 390

	 156

	 140

	 140

	 38

	 37

	 5+20

	 [0.04/0.18]

	 7.5+30

	 [0.06/0.25]

	

	 3200

	 220–300

	 55

	 28

	 356

	 356

	

	 32

	 88

	 103

	 122

	 122

	 136

	 141

	 152.5

	 482

	 156

	 140

	 140

	 41

	 40

	 4+16

	 [0.06/0.25]

	 5000

	 90–155

	 50

	 41

	 407

	 35

	 95

	 122

	 141

	 160

	 160

	 191

	 345

	 170

	 140

	 61

	 4+16

	 [0.06/0.25]

	 5000

	 160–226

	 55

	 41

	 407

	 35

	 92.5

	 122

	 141

	 160

	 160

	 191

	 414

	 170

	 140

	 63

	 4+16

	 [0.06/0.25]

	 5000

	 240–300

	 63

	 41

	 407

	 35

	 88.5

	 122

	 141

	 160

	 160

	 191

	 496
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	 67

	 4+16

	 [0.06/0.25]

	 6300

	 90–155

	 50

	 41

	 407

	 35

	 95

	 122

	 141

	 160

	 160

	 191

	 345

	 170

	 140

	 61

	 4+16

	 [0.06/0.25]

	 6300

	 160–226

	 55

	 41

	 407

	 35

	 92.5

	 122

	 141

	 160

	 160

	 191

	 414

	 170

	 140

	 63

	 4+16

	 [0.06/0.25]

	 6300

	 240–300

	 63

	 41

	 407

	 35

	 88.5

	 122

	 141

	 160

	 160

	 191

	 496

	 170

	 140
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	 16 oder 25

	 [0.12]

	 5+20

	 [0.04/0.18]

	 7,5+30
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3
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1
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1
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1
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Speed	 (m/min)

Motor output	 [kW]

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

	

Dimension N	 (mm)

	

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

	

Dimension K	 (mm)

	

Dimension Â T	 (mm)

Dimension Â U	 (mm)

Dimension M	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

	

Dimension Â S	 (mm)

	

	

Weight	 (kg)

	

3 3 3

optional control box

optional control box

optional control box

counterweight	 counterweight
9.4 kg	 5.5 kg

to be assembled at the side plate without
motor underneath the control box



Data for single bolt push trolleys

Type EHFN
5000

EHFS1
5000

EHFS2
5000

EHFN
6300

EHFS1
6300

EHFS2
6300

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

Dimension M	 (mm)	

Dimension Â T	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

Weight	 (kg)

5000

90–115

50

41

35

95

122

191

160

345

170

44

5000

160–226

55

41

35

92.5

122

191

160

414

170

45

5000

240–300

63

41

35

88.5

122

191

160

496

170

49

6300

90–115

50

41

35

95

122

191

160

345

170

44

6300

160–226

55

41

35

92.5

122

191

160

414

170

45

6300

240–300

63

41

35

88.5

122

191

160

496

170

49

Type EHFN
1000

1000

66–135

28

26.5

24

71

70

112

88

243

109

8

EHFS1
1000

1000

137–215

32

26.5

24

69

70

112

88

325

109

9

EHFS2
1000

1000

220–300

35

26.5

24

67.5

70

112

88

409

109

10

EHFN
2000

2000

66–135

35

26.5

24

87.5

70

112

88

268

135

11

EHFS1
2000

2000

137–215

40

26.5

24

85

70

112

88

348

135

12

EHFS2
2000

2000

220–300

45

26.5

24

82.5

70

112

88

434

135

14

EHFN
3200

3200

82–155

45

28

32

93

103

152.5

136

332

156

23

EHFS1
3200

3200

137–215

50

28

32

90.5

103

152.5

136

390

156

25

EEFS2
3200

3200

220–300

55

28

32

88

103

152.5

136

482

156

28

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

Dimension M	 (mm)

Dimension Â T	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

Weight	 (kg)

as light crane components

LIFTKET push and electric trolleys 
facilitate the design and manufacture of 
economical underslung cranes for 
a variety of use.

HOFFMANN 
Fördertechnik GmbH Wurzen
Dresdener Straße 64–68 

04808 Wurzen · Germany

phone 	 +49 (0) 3425 8924 0 

fax 	 +49 (0) 3425 8924 99

sales@liftket.de 

www.liftket.de

As a hoist for your underslung crane we recommend 
to use our LIFTKET electric chain hoist with 
capacities up to 6300 kg.

E L E C T R I C  C H A I N  H O I S T S E L E C T R I C  C H A I N  H O I S T S
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Data for single bolt push trolleys

Type EHFN
5000

EHFS1
5000

EHFS2
5000

EHFN
6300

EHFS1
6300

EHFS2
6300

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

Dimension M	 (mm)	

Dimension Â T	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

Weight	 (kg)

5000

90–115

50

41

35

95

122

191

160

345

170

44

5000

160–226

55

41

35

92.5

122

191

160

414

170

45

5000

240–300

63

41

35

88.5

122

191

160

496

170

49

6300

90–115

50

41

35

95

122

191

160

345

170

44

6300

160–226

55

41

35

92.5

122

191

160

414

170

45

6300

240–300

63

41

35

88.5

122

191

160

496

170

49

Type EHFN
1000

1000

66–135

28

26.5

24

71

70

112

88

243

109

8

EHFS1
1000

1000

137–215

32

26.5

24

69

70

112

88

325

109

9

EHFS2
1000

1000

220–300

35

26.5

24

67.5

70

112

88

409

109

10

EHFN
2000

2000

66–135

35

26.5

24

87.5

70

112

88

268

135

11

EHFS1
2000

2000

137–215

40

26.5

24

85

70

112

88

348

135

12

EHFS2
2000

2000

220–300

45

26.5

24

82.5

70

112

88

434

135

14

EHFN
3200

3200

82–155

45

28

32

93

103

152.5

136

332

156

23

EHFS1
3200

3200

137–215

50

28

32

90.5

103

152.5

136

390

156

25

EEFS2
3200

3200

220–300

55

28

32

88

103

152.5

136

482

156

28

Capacity 	 (kg)

Dimension F	 (mm)

Dimension Â A	 (mm)

Dimension B 	 (mm)

Dimension G 	 (mm)

Dimension H	 (mm)

Dimension Â J	 (mm)

Dimension M	 (mm)

Dimension Â T	 (mm)

Dimension P	 (mm)

Dimension R	 (mm)

Weight	 (kg)

as light crane components

LIFTKET push and electric trolleys 
facilitate the design and manufacture of 
economical underslung cranes for 
a variety of use.

HOFFMANN 
Fördertechnik GmbH Wurzen
Dresdener Straße 64–68 

04808 Wurzen · Germany

phone 	 +49 (0) 3425 8924 0 

fax 	 +49 (0) 3425 8924 99

sales@liftket.de 

www.liftket.de

As a hoist for your underslung crane we recommend 
to use our LIFTKET electric chain hoist with 
capacities up to 6300 kg.
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